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Specifications are subject to change without prior notice 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

1 Mounting the housing 
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To install the mounting plate, screw a minimum of two countersunk head 
screws (#8) into a solid surface through the holes in the mounting plate. The 
mounting plate must be mounted so that the text side is facing up. 

 

To attach the housing to the mounting plate, place the housing over the 
mounting keys on the mounting plate, and then slide the housing 
downward until the locking tab engages the housing. To remove the 
housing, press in the locking tab and reverse this procedure.  
To securely lock the plate, put an additional screw through both the 
housing and the mounting plate. 

 
 

 
 

  

 
 

 
Hex key 

 
 
 

Housing  
 
 

Faceplate  

 

  

Dimensions: SLR4 130mm (Ø) x 36.1mm (D) 
SLS4 130mm (H) x 130mm (W) x 36.1mm (D) 

Weight: SLR4 0.52 kg 
SLS4 0.47 kg 

Material: ABS Plastic and Stainless Steel 
Transmitter Frequency: 433.92 MHz 

3 Installation 

1 Range & description 

2 Technical Specifications 
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2 Mounting the face plate 
 

 

 

  
 

 

 
 

 

 

 
 
To assemble or disassemble the push plate, use the enclosed hex key (or 
similar diameter tool) to press in and release the spring clips from the 
faceplate bracket. The spring clip will need to be engaged / disengaged 
from top and bottom, one at a time. When the spring clips are correctly 
engaged, they will make a “click”. It may be necessary to rotate the 
faceplate slightly to have them lock correctly. 

 
To replace the battery, remove the faceplate and the 4 screws holding the 
battery cover to expose the transmitter assembly. Replace the battery with a 
fresh 12V, type A23 battery and reassemble the push plate.  
Warning: Do not over tighten the screws on the battery cover.  This MAY 
cause the transmitter to be in constant activation. The head of the screws 
should be flush with the top of the plastic cover. 
 

 
 
 
 

 
 
 

                        
 
 
 
 

 
BEA hereby declares that the product PUSH PLATES SLIM LINE is in conformity with the basic requirements and the other relevant 
provisions of the directives 2014/53/EU, 2014/35/EU, 2011/65/EU, 2012/19/EU. 
The complete declaration of conformity is available on our website. 
 

 

 
For EC countries: according to the directive 2012/19/EU for Waste Electrical and Electronic Equipment (WEEE) 
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